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DRIVELINE.
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100 kW (electric motor)

5,0002,500 7,500 10,000 12,500

1 Only with front-wheel drive.
2 Up to 7.2 kW via wall box 5:20 h.
3 Up to 40 kW via CCS 0:45 h to 80%.

Diesel engines 2,0 l 75 kW 2,0 l 90 kW 2,0 l 103 kW 2,0 l 130 kW Electric motor 100 kW

Displacement [cm³] 1,968 1,968 1,968 1,968 Engine Permanent magnet 
synchronous machineNumber of cylinders 4 4 4 4

max. power output 
[kW (PS)] 75 (102) 90 (122) 103 (140) 130 (177)

max. power output [kW 
(PS)] 100 (136)

at speed [rpm] 3,000 – 3,500 3,500 3,500 – 3,600 3,600 at speed [rpm] 3,300 – 11,700

max. torque [Nm] 300 300 340 410 max. torque [Nm] 290

at speed [rpm] 1,400 – 2,250 1,400 – 2,250 1,600 – 2,250 1,500 – 2,000 at speed [rpm] 0 – 3,300

Exhaust-gas category Euro 6 EURO VI Euro 6 Euro 6 / EURO VI Nominal capacity [kWh] 35.8

Fuel type Diesel as per DIN EN 590 Diesel as per DIN EN 590 Diesel as per DIN EN 590 Diesel as per DIN EN 590 Fuel type Electricity

Gearbox variants 6-speed manual gearbox 6-speed manual gearbox
6-speed manual gearbox
8-speed automatic gear-
box1

6-speed manual gearbox
8-speed automatic gear-
box

Gearbox variant 1-speed gearbox

Driveline Front-wheel drive Rear-wheel drive with 
twin tyres

Front-wheel drive
All-wheel drive
Rear-wheel drive with 
single tyres

Front-wheel drive
All-wheel drive
Rear-wheel drive with 
single tyres
Rear-wheel drive with twin 
tyres

max. range [km] 173

Battery Lithium ion

Charging Alternating current (AC)2

Direct current (DC)3



FUEL CONSUMPTION AND CO2 EMISSIONS.

MAN TGE Kombi

Driveline Permissible gross 
vehicle weight [kg]

Engine rating 
[kW (PS)]

Emission standard Fuel consumption as per NEDC cycle*
combined in l/100 km

CO2 emissions as per NEDC cycle
combined in g/km

Front-wheel drive 3,500 103 (140)
130 (177)

Euro 6
Euro 6

7.5 – 7.4
7.9 – 7.8

196 – 192
206 – 203

* Tank volumes: Diesel approximately 75 l, AdBlue® approximately 18 l.




